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Y571M MANUAL CROCKMETER 

(RUBBING FASTNESS TESTER) 

 
 

MODEL NO. 

Y571M  

Application:   

Crock-meter/Rubbing Fastness Tester. This tester designed to determine the color fastness of textiles to 

dry or wet rubbing, and provided with a crocking finger with a downward force of 9 Newton and the facility 

for mounting standard crocking fabric. A pinned acrylic sample holder ensures rapid sample mounting and 

repeatability of results.  
Related Standards: 

STANDARDS AATCC 8/165 

Note: this tester can conform to but not limit to all the standards above, for more standards conformance, 

please contact us. 

Features: 

 Manual drive, simple operation; 

 Count automatically. 

Key Specification: 

 Max head travel                      104mm 

 Head pressure                        9N 

 Head dimension               round:  ￠16mm 

 Counter range                        1~99999 times 

 Instrument size                     700×240×340mm 
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 Weight                             15Kg 

Standard configuration: 

 

 

 

 

Optional Accessories: 

 

No. Item 

1 Gray scale for AATCC (Color staining) 

2 Crock meter standard rubbing cloth （1000 piece） 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

No. Item Quantity 

1 Main machine 1 set 

2 Clamp ring  2 pcs 


